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Description
The Polymeric Vinyl Ultra Clear has been specifically designed for the production of crystal clear 
window graphics. The crystalline 75 micron face-stock film, the ultra-clear solvent based adhesive 
system and the polyester liner, allow the film to be almost invisible when applied.
Polymeric Vinyl Ultra Clear is printable with most of the common LFP technologies such as solvent, 
eco-solvent and UV and it has been designed for long term outdoor applications on flat and slightly 
curved surfaces. Thanks to its excellent UV blocking properties, Polymeric Vinyl Ultra Clear can be 
also used as a protective overlaminate for digitally printed images that require special attention.
This film is an excellent choice for protecting perforated window film graphics. 50 meter rolls are 
available in 500 mm, 760 mm, 1370 mm and 1520 mm width.

Polymeric Vinyl Ultra Clear

Performance and physical data

PROPERTY TYPICAL VALUE

Film Thickness 75 micron

Adhesive Thickness 25 micron

Total Thickness 100 micron

Adhesive Type Permanent clear solvent based acrylic

Release Liner 70 gsm transparent PET liner

Artificial Weathering* 5 years (unprinted)

Film Tensile Strength MD -

Film Elongation MD 30%

Adhesion to steel (20 mins / 180°) -

Adhesion to steel (24 hrs / 180°) high

Dimensional Stability < 0.5 mm

Application Temperature +10 to +25°C

Service Temperature -10 to +90°C

Release Liner Neutral

*equivalent to vertical exposure in Mid-European climate
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Because of the great variety of substrates and possible application methods the installer must examine the suitability of the media for each application. 
The methods of measuring for the standards quoted above are the basis for the development of our own measuring methods which are available on request (partial application). You are 
invited to enquire for the latest instructions in force. 
All published data are based on measurements carried out regularly under laboratory conditions. They do, however, not constitute a warranty, representation or promise, express or implied 
as to the condition, quality, merchantability, fitness for a product, or that such product will satisfy any requirement for a specific property or capacity or special methods, all such warranties 
being hereby expressly disclaimed. The seller assumes no liability for claims beyond the replacement value of any product proven to be defective in material or workmanship and is in no 
way liable for direct, indirect, special, incidental damages or consequential loss including without limitation lost profits or loss of use, whether based on contract, tort or any other legal 
theory. Product specifications may change without prior notice. Our website is automatically updated: www.rolanddg.eu


